Large-strain consolidation modeling of mine waste tailings by unknown
Ito and Azam Environmental Systems Research 2013, 2:7
http://www.environmentalsystemsresearch.com/content/2/1/7RESEARCH Open AccessLarge-strain consolidation modeling of mine
waste tailings
Maki Ito and Shahid Azam*Abstract
Background: Sustainable management of mine waste tailings during operation, closure, and reclamation requires a
clear understanding of modeling the large-strain consolidation behaviour of these loose and toxic slurries. A
state-of-the-art was presented focusing on process phenomenology and coordinate systems for tailings dewatering
thereby devising a simple constitutive equation with a small number of input parameters. A one-dimensional
self-weight consolidation model for quiescent conditions was developed using the finite element method. Test
data on oil sand fine tailings were used for model training and predictions were made for an upper bound and a
lower bound of various tailings types using a 1 m high hypothetical column.
Results: Results indicated that hydraulic conductivity along with specific gravity dictated pore water pressure
dissipation and effective stress development with respect to both time and depth. Likewise, volume compressibility
and initial solids was found to govern the void ratio reduction and solids content increase with respect to both
time and depth.
Conclusions: The developed model requires a small numbers of input parameters and is capable of capturing the
behaviour of a wide range of tailings. Depending on field conditions, the model can predict multiple filling
conditions and various types of drainage systems in tailings containment facilities by incorporating appropriate
boundary conditions.
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Large volumes of mine tailings (solid minerals suspended
in chemical-rich liquids) are generated worldwide as
by-products of ore beneficiation. Conventionally, these
loose slurries are deposited on ground with perimeter
dykes constructed from their relatively coarser fraction.
Such facilities are notorious for a high failure rate and
the resulting economic, social, health, and environmental
issues (Azam and Li, 2010). To reduce tailings footprint,
next-generation containment strategies include waste dis-
posal in mined-out pits or in thickening vessels. The stor-
age capacity of these facilities depends on the dewatering
behaviour of the deposited material under self weight. The
settling process (rate and amount) is influenced by complex
physicochemical phenomena at solid-liquid interfaces.
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in any medium, provided the original work is proutinely carried out to understand the consolidation
behaviour of the placed tailings, these methods are
quite expensive, time consuming, and material specific.
Sustainable waste management during operation, clos-
ure, and reclamation requires a general understanding
of tailings consolidation.
The numerical prediction of large-strain consolidation
properties of slurries has evolved over the years. Non-linear
consolidation equations were independently formulated
by Mikasa (1965) and Gibson et al. (1967) and were subse-
quently modified by Koppla (1970) and Somogyi (1980) to
facilitate mathematical solution. Various deposition condi-
tions such as quiescent, staged filling, surcharge loading,
and initial solids content were analyzed by Townsend and
McVay (1990) and Priestley (2011). Likewise, different
forms of the constitutive relationships were employed
(Caldwell et al., 1984; Jeeravipoolvarn et al., 2009a) and
consolidation models were extended to include sedimenta-
tion (Azam et al., 2009; Jeeravipoolvarn et al., 2009b). The
main problems with such models are the large number ofan Open Access article distributed under the terms of the Creative Commons
g/licenses/by/2.0), which permits unrestricted use, distribution, and reproduction
roperly cited.
Figure 1 Schematic of large-strain consolidation phenomenon:
(a) self-weight settling; (b) volume compressibility; and (c)
hydraulic conductivity.
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stitutive equations. Furthermore, most of the models
were developed for material specific consolidation
properties and a general purpose large-strain model is
currently non-existent (Bartholomeeusen et al., 2002;
Priestley et al., 2011).
The main objective of this paper was to study the
large-strain consolidation modeling of mine waste tailings.
Initially, a stat-of-the-art was established focusing on
process phenomenology and coordinate systems for tail-
ings dewatering thereby devising a simple constitutive
equation with a small number of input parameters.
Next, a one-dimensional self-weight consolidation model
was developed for quiescent conditions because of negli-
gible lateral drainage, absence of surcharge loading, and
diminishing effect of filling on underlying sediments in the
containment facilities. Finite element analysis was
chosen for model development because of its robust-
ness in capturing the changes in material coordinates dur-
ing large strain tailings consolidation. The model was
applied to capture the behaviour of a wide range of tailings
using the tailings classification scheme of Paul and Azam
(2013) that captures physicochemical interactions arising
from ore geology and mill processing. Finally, test data on oil
sand fine tailings were used for model calibration and predic-
tions were made for an upper bound and a lower bound of
various tailings types using a 1 m high hypothetical column.
State of the art
Figure 1 describes the settling phenomenon of a slurry.
The self-weight settling versus the elapsed time plot
(Figure 1a) for a deposited tailings consists of sedimentation
and consolidation. Initially, the slurry settles with a rapid
decrease in the interface height from point ‘A’ through ‘B’.
This hindered sedimentation refers to the settling of a
spatial network of soil particles without measurable effect-
ive stress (McRoberts and Nixon, 1976). Simultaneously, a
sediment starts to form at the bottom (point ‘C’) and
grows over time following a sediment formation line
that eventually meets with the solid-liquid interface at
point ‘B’. The sediment undergoes consolidation as the
solid grains are in contact and transmit effective
stresses (Terzaghi et al., 1996). Subsequent deformation be-
tween point ‘B’ and point ‘D’ is attributed to the expulsion
of pore pressure. The boundary between sedimentation and
consolidation is not fixed and is governed by the inherent
properties of the slurry. Additional deposition results in
similar plots for each layer. Overall, all of these interface
height versus time plots can be summarized in constitutive
relationships for volume compressibility (e – σ') and
hydraulic conductivity (k – e), as shown in Figure 1b and
1c, respectively. These relationships explain the void ratio
(e) decrease with an increase in effective stress (σ') along
with a corresponding decrease in hydraulic conductivity (k).
Figure 2 Schematic of coordinate systems for large-strain consolidation modeling: (a) material coordinates; (b) convective coordinates;
and (c) reduced coordinates.
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power law functions and the fit parameters (A, B, C, D)
are used for numerical modeling.
Denoting time by t, depth with respect to datum by
x, excess pore water pressure by u, and coefficient of
consolidation by Cv, the governing equation for infini-
tesimal deformation in clays can be written as follows






ð1ÞFigure 3 Flow chart of numerical modeling for large-strain consolidatThis theory assumes a linear stress-strain relationship,
a constant hydraulic conductivity, and infinitesimal
strain. The low compressibility of clays allows the use
of Eulerian reference frame in which material deformation
is related to a fixed plane in space. Because of significant
volume changes, the use of Eulerian coordinate system
(in which flux rate and soil movement are measured
with respect to a fixed reference plane) is not valid for
tailings consolidation.
Figure 2 describes the coordinate systems pertinent to
tailings consolidation. The material coordinate systemion.
Figure 4 Volume compressibility relationship for oil sand fine tailings.
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X from a datum (X = 0) located at the tailings upper
surface at time t = 0. The datum (ξ = 0) shifts downward
during consolidation such that the particle’s new position
(ξ at time, t) can be represented by the convective coordin-
ate system (Figure 2b). This system focuses on the space
occupied by the particle instead of on the particle itself. To
solve the governing equation (written in the material coord-
inate system), the geometry needs to be updated for each
time step thereby increasing the computation time. The re-
duced coordinate system (Figure 2c) focuses on the solid
volume (z) occupied between the fixed datum (z = 0) andFigure 5 Hydraulic conductivity relationship for oil sand fine tailings.the point of interest at time, t. It simplifies numerical
implementation because this system does not require
updated geometry at each time step. The datum settle-
ment can be obtained by converting the solution of the
reduced coordinate system to the appropriate coordinate
system, that is, material coordinate system for t = 0 and
convective coordinate system for t > 0. The coordinate
transformation among the three systems uses the follow-





Figure 6 Model training results in terms of interface settlement versus elapsed time.
Table 1 Geotechnical index properties of selected
fine-grained tailings










China clay 2.66 53 32 21 MH Znidarcic
et al., 1986
Georgia Kaolin 2.6 44 25 19 CL Znidarcic
et al., 1986
Phosphate Slime 2.77 100 40 60 CH Roma, 1976
(b) Residual soils
Laterite 3.16 83 42 41 MH Azam et al., 2009
Bauxite 3.05 54 40 14 MH Cooling,1985
Uranium 2.81 32 27 5 ML Matyas et al., 1984
(c) Oil sand tailings
Ore A–C, RPW 2.55 50 26 24 CH Miller et al., 2010
Ore A–NC, TRW 2.51 60 31 29 CH Miller et al., 2010
Ore B–C, RPW 2.48 52 27 25 CH Miller et al., 2010
Ore B–NC, TRW 2.45 58 28 30 CH Miller et al., 2010
Ore A–NC, URW 2.5 55 28 27 CH Miller et al., 2010
Desanded 2.65 57 25 32 CH Lord and Liu, 1998
Cyclone overflow 2.53 50 21 29 CH Jeeravipoolvarn
et al., 2009a
Extraction Process: C, caustic; NC, non-caustic.
Pore Water: RPW, recycled pond water; TRW, treated river water; URW,
untreated river water.
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The reduced coordinate system in the consolidation
theory allows for the formulation of a governing equation
with inherent large deformations due to the self-weight of
materials. Using vertical equilibrium, continuity balance,
and a fluid flow relationship, Gibson et al. (1967) deve-
























Koppla (1970) formulated the following equation by













Denoting specific gravity of the solids by Gs and the
coordinate difference between the surface and the
point in question by Δz, Somogyi (1980) updated the










ð7ÞCombining equations 6 and 7 leads to a governing



















Figure 7 Volume compressibility relationships for various types of tailings.
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Figure 8 Hydraulic conductivity relationships for various types of tailings.
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Figure 3 describes the large-strain consolidation modeling
process. Tailings contained in a column with no horizontal
discharge and homogeneous material properties provided
the rationale to develop a one-dimensional model. Themodel required four input parameters related to tailings
properties, namely: volume compressibility (A and B),
hydraulic conductivity (C and D), initial solids content,
and specific gravity. The constitutive relationships were
obtained from published large-strain consolidation data.
Ito and Azam Environmental Systems Research 2013, 2:7 Page 8 of 12
http://www.environmentalsystemsresearch.com/content/2/1/7The model geometry consisted of a vertical tailings col-
umn (10 m high for model training and 1 m high for
model validation) with no drainage at the bottom and
dewatering in the upward direction. Quiescent condi-
tions were simulated using 10 years for model training
and 1 year for model validation. The governing equation 8
was solved in terms of pore water pressure by using a
general partial differential equation solver FlexPDE.
The solver utilized the finite elemental method generating
a triangular mesh over a quasi-two dimensional geometry.
Finite element analysis was chosen because of its robust-
ness in capturing the changes in material coordinates
during large-strain tailings consolidation. The adequacy
of the mesh was constantly calculated and the automatic
mesh refinement feature of the solver was applied to
reduce error to a tolerance of (0.001). Using the script
editing facility, the governing equation and material
properties were directly put in the model compiler. AnFigure 9 Model prediction results in terms of excess pore water pressequation analyzer expanded the defined equation and
the material properties, performed spatial differenti-
ation, and applied integration by parts thereby reducing
second order terms to create symbolic Galerkin equations
for use in the weighted residual method. The Galerkin
equations were further differentiated to form the Jacobian
coupling matrix for improved convergence. Likewise, the
solution curvature was also calculated to include time
integration for better accuracy. The model outputs were
in the form of pore water pressure, effective stress, void
ratio, and solid content profiles.
Results and discussion
The model was trained using published data of oil sand
fine tailings (Gs = 2.28; initial solids content of 31%) in a
10 m standpipe. Figures 4 and 5 give the volume com-
pressibility and the hydraulic conductivity relationships
for the investigated tailings. Power law fits were appliedure profiles.
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tailed description of material behaviour was provided
by Jeervipoolvarn et al. (2009a).
Figure 6 compares the modeling results with the
measured data from Jeeravipoolvarn et al. (2009a) in
the form of interface height plotted over 10 years. The
modeling results closely approximated the measured
data over the entire time. The relatively lower mea-
sured values after about 9 months are attributed to an
increased possibility for evaporation and leakage from
the standpipe and external disturbances due to natural
and anthropogenic activity.
The model was validated to determine the effective-
ness of capturing the consolidation behaviour of various
tailings. Table 1 gives the geotechnical index properties
of selected fine-grained slurries. The slurries were classi-
fied into sedimentary clays, residual soils and oil sandFigure 10 Model prediction results in terms of effective stress profiletailings based on their geological origin and mining
operation. The specific gravity (Gs) of sedimentary clays
ranged from 2.6 to 2.77, which is the typical range for
such materials (Wesley, 2010). Conversely, residual soils
showed higher Gs values due to the presence of ferrous
minerals such as goethite and hematite in laterite (Azam,
2005), and gibbsite and hematite in bauxite (Newson et al.,
2006); the higher Gs (in comparison with sedimentary
clays) of uranium tailings was attributed to the high
amount of muscovite (Paul and Azam, 2013). The low Gs
(2.55 ± 0.1) for oil sand tailings was due to the presence
of bitumen (Gb = 1.03) with variations attributable to
the variable amount of bitumen in the different samples
(Miller et al., 2010). The consistency limits varied over
a wide range due to the presence of different types and
amounts of clay minerals. Although the consistency
limits are influenced greatly by the type of processs.
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not readily available.
Figure 7 plots void ratio versus effective stress data for
various types of tailings. Whereas all materials exhibited
a decreasing trend, each material group had significant
variations in void ratio especially at low effective stres-
ses. Therefore, an upper limit and a lower limit were
used to cover the entire range of material properties
within each group. Power law equations were found to
best describe the volume compressibility behaviour of
the investigated tailings.
Figure 8 gives void ratio versus hydraulic conductivity
data for various types of tailings. All materials followed
an increasing power law function and showed large
variations in hydraulic conductivity at high void ratios.
Once again, the upper and lower limits (corresponding
to those in Figure 7) were used to capture the wide range
of hydraulic conductivity for each material group.Figure 11 Model prediction results in terms of void ratio profiles.Figures 9 and 10 presents the pore water pressure
and the effective stress profiles for a 1 m high column. In
the first plot, the progress of self-weight consolidation
is observed by the gradual increase in the vertical com-
ponent of the curves that tend to reach the ordinate.
Conversely, the same phenomenon is represented by a
diminishing nonlinearity in the latter plot. Overall, the
lower limit predictions showed better pore water dissi-
pation and effective stress development compared to
the upper limit predictions because of low volume
compressibility (Figure 7) and high hydraulic conduct-
ivity (Figure 8) in the former case. The lower limit of
the sedimentary clays and all of the residual soils com-
pleted self-weight consolidation within 300 days. On
the contrary, the upper limit of the sedimentary clays
and all of the oil sands fine tailings were found to be
undergoing consolidation up to that time. Overall, re-
sults indicated that hydraulic conductivity (Figure 8)
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consolidation with respect to both time and depth, as
evident from pore water pressure dissipation (Figure 9),
and effective stress development (Figure 10).
Figures 11 and 12 shows the void ratio and the solid
content profiles for a 1 m high column. In both plots,
the progress of self weight consolidation is observed
through the curve shape that changes from concave to
convex over time. Generally, the predictions with lower
limit fits showed better void ratio reduction and solids
content increase compared to the upper limit predic-
tions due to the afore-mentioned reasons. Similar to
Figures 9 and 10, the lower limit of the sedimentary
clays and all of the residual soils finished self weight
consolidation within 300 days. Conversely, the upper
limit of the sedimentary clays and the entire oil sand
fine tailings continued to undergo consolidation during
that time. Overall, volume compressibility (Figure 7)Figure 12 Model prediction results in terms of solids content profilesand initial solids was found to govern the amount of
consolidation with respect to both time and depth, as
given by void ratio reduction (Figure 11) and solids
content increase (Figure 12).
Conclusions
A one-dimensional self weight consolidation model for
quiescent conditions was developed in a finite element
code. The model was calibrated using oil sand fine tail-
ings and validated through a wide range of tailings. The
one dimensional model captured the dewatering behav-
iour because of the homogeneous nature of fine grained
tailings. The developed model requires a small numbers
of input parameters and capable of capturing the beha-
viour of a wide range of tailings. Depending on field con-
ditions, the model can predict multiple filling conditions
and various types of drainage systems in tailings contain-
ment facilities by incorporating appropriate boundary.
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to include heterogamous tailings using a multi-dimensional
approach. Results indicated that hydraulic conductivity
(Figure 8) along with specific gravity (Table 1) dictated
the rate of consolidation with respect to both time and
depth, as evident from pore water pressure dissipation
(Figure 9) and effective stress development (Figure 10),
Likewise, volume compressibility (Figure 7) and initial
solids was found to govern the amount of consolidation
with respect to both time and depth, as given by void
ratio reduction (Figure 11) and solids content increase
(Figure 12). The model captured the self-weight con-
solidation behaviour for a wide range of tailings. The
load-deformation based model can be extended to in-
clude the sedimentation part of slurry settling thereby
incorporating the effect of physiochemical interactions.
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